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FORTE Satellite Observations of VHF Radiation from 
Lightning Discharges 

William JUNOR, Abram R. JACOBSON, David 
SUSZCYNSKY 

Space and Atmospheric Sciences, ISR-1, Los Alamos National Laboratory 
email: bjunor@lanl.gov 

Abstract: The Los Alamos National Labora- 
tory/Sandia National Laboratory FORTE satel- 
lite is described and its capabilities for global 
remote sensing of lightning in the radio regime 
are described. Some results from 7 years of suc- 
cessful operation are presented. A future global 
lightning monitoring mission, VGLASS, is de- 
scribed. 
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1. Introduction 
The FORTE (Fast On-orbit Recording of Tran- 
sient Events) satellite was launched on 29 Au- 
gust, 1997, into a 70’ inclination, nearly circu- 
lar orbit at 800km altitude. The radio pack- 
age on the satellite was designed and constructed 
by La Alamos National Laboratory. The satel- 
lite posseses two linearly polarized, log-periodic 
dipole array antennas that are orthogonal to each 
other and lie along the same 10m-long boom 
which points to the satellite’s nadir. There are 
three radio receivers on board covering the fre- 
quency range 30 to 300MHz. Two of these 
are medium bandwidth systems, 22 MHz wide, 
and are tunable anywhere in the 20-300MHz 
range. The third receiver is a wideband system 
(300 MSamples / sec) which can operate in any of 
three positions in the available frequency range. 
Space-based observations of RF emissions from 
lightning can only be done at frequencies suffi- 
ciently high that the signals are not heavily at- 
tenuated or very strongly dispersed by the ionu 
sphere. 

The signal from each antenna can be fed 
into a separate broadband receiver. The two 
medium bandwidth receivers can acquire data co- 
herently using a common reference signal. The 
FORTE data acquisition system typically cap 
tures a waveform record several hundreds of p 
long. Usually, this consists of 100 p of pre-trigger 
records and 300 ps  of post-trigger data. The on- 
board memory (160 Mbytes) can hold many thou- 
sands of events. The data are acquired in two 
modes: time-triggered or signal-triggered. In the 
latter mode, the capture is initiated by a trigger 
which requires coincidence of signals in 5 out of 
8 of 1 MHz-wide sub-bands, spaced by 2.5 MHz. 

The acquired data is digitized at 50MHz and 
stored on-board for future download to a ground 
station at either Los Alamos National Laboratory 
or at Fairbanks, Alaska. The trigger can rearm 
and acquire new data within a few ps. The data 
records are timestamped to lps accuracy with 
an on-board GPS clock. Since the satellite orbit 
lies above most of the ionosphere, the coincidence 
time window is set to allow for a suitable range of 
delays due to dispersion in the ionosphere. The 
trigger threshold levels are adjustable; typically, 
these are 15-18dB above the noise floor in each 
sub-band. The noise floor varies with satellite 
location. Industrialized regions usually present 
higher noise levels to the FORTE system. 

The system is sensitive to  impulsive source on 
the Earth’s surface which are within sz 3000 km of 
the subsatellite point. Signals from the Earth’s 
limb are attenuated by the antennas’ gain pat- 
terns and by the increased range. Consequently, 
the spatial location of the impulsive signals seen 
by FORTE is limited unless augmented by in- 
formation from other instruments - for exam- 
ple, the Los Alamos Sferic Array [13, 11. It 
is possible to derive some information about 
the sources from geographically-dependent iono- 
spheric effects. 

There is a parallel optical payload onboard, 
built by Sandia National Laboratory. This has 
a fast time response photodiode detector (PDD) 
which samples an 80’ field of view in the visible 
and near-IR, and a 128 x 128 CCD array imager 
(LLS) whose narrow band (0.77pm) image lies 
within the PDD field of view. The radio and 
optical payloads can be either triggered indepen- 
dently or cross-triggered. 

A comprehensive description of the technical 
results from this project can be found at the web 
site [3]. 

2. Analysis 
The large volume of data from the FORTE sys- 
tem has required automation of data handling, 
processing, analysis and sorting. The signals in 
each band are each subjected to a spectrogram. 
TypicalTy, the spectrogram’s moving Fourier time 
window is 128 samples (or 2 .56~s)  and is ad- 
vanced in steps of 8 samples (or 0 . 1 6 ~ ~ ) .  This 



gives a spectral reeolution of 0.39MHz. Each 
spectrogram is then "pre-whitened" to largely r e '  
move CW carrier signals. 

The impulsive signals show a distinctive Y-' 

ionospheric diepersion (or "chirp") which is d e  
scribed approximately by a group delay, 7 ,  versus 
frequency, u, given by: 

~ ( p 8 )  = 1.34~ [(N/lO"m-') x (u/lOOMHz)]-' 

where N is the electron column density. 

3. FORTE Results 
Figure 1 s h m  typical pulsed signals illustrating 
the wentially bimodal character of the FORTE 
recordings. 
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Figure 1: Spectrogram of (a) strong 
intracloud pulse, and (b) polarized/coherent 

intracloud pulse. The ground echo is seen at a 
delay of e50-60pa relative to  the main pulse in 
each case. The spectrogram is computed with a 

sliding short-period Fourier transform having 
kl pa width. G r e y - d e  key is shown at right 

and is common to the two examples. 

For the case of narrow RF pulses having clear 
ground-reflection echoes, it has been shown [8] 
that these pulses tend to  belong to one of two 
general classes. The first class ("strong pulses") 
are the brightest RF signals recorded by FORTE. 
They have somewhat extended width (typically 
2 4  pa), have random amplitude variations within 
the pulse at submicrosecond timescales, and usu- 
ally have a several-microsecond coda of weak 
emission extending after the main pulse. The 
strong pulses have been shown sometimes, but 
not always, to  be aseociated with narrow bipG 
lar events (NBEs) [12]. (Narrow bipolar events 
are caused by intracloud discharge processes and 
give rise to an intense RF pulse. NBEs are ac- 
companied by weaker optical pulses than other 
lightning processes [9].) 

The second class ("coherent p u h " ) ,  by 
contrast, are two to three orders-of-magnitude 
weaker, are narrow (on the order of 0 . 1 ~  when 
suitably measured), are coherent (that is, they 
consist of a simple pulse with no random ampli- 
tude variations versus either time or frequency 
within the pulse), and are perfectly linearly po- 
larized. These coherent/polarized p u h  are as- 
sociated with steps in a progreaaive leader break- 
down [5, 81. 

Figure 1 (after Jacobson and Lght [8]) 
shows examples of the two classes of pulsea in 
moving-window-spectrogram form. The top sig- 
nal (Figure la)  is from the strong-pulse c h .  
The bottom signal (Figure lb)  is from the 
coherent/polarized-pulse class. The logarithm 
of the spectral density is coded in grey-de ;  
the same scale is common to both signale. The 
spectrograms' sliding Fourier window ia about 
1 wide, so the coherent/polarized pulse's 0.1 pa 
intrinsic width is artficially broadened by the 
Fourier windowing in Figure 1. The strong pulse 
showa extended width compared to  the coher- 
ent/polarized pulse. The strong pulse also s h m  
a low-power coda that is lacking in the coher- 
entlpolarized pulse. Finally, the strong pulse 
has irregularly varying spectral amplitude but is 
much more intense overall, compared to the CD. 
herent/polarized pulse. 

In addition to lightning in these signals, 
there is some interference (horizontal bands) from 
anthropogenic narrow-bandwidth radio trana- 
missions. In each spectrogram, the ground- 
reflection echo is delayed e50pa from the pri- 
mary pulse. This implies that the echo has propa- 
gated e 5 0  pa/c e17  km further than the primary 
pulse. If the satellite were at zenith relative to  
the lightning, this would imply a height above 
ground of e8 .5  km. This height is a lower esti- 
mate; if the satellite is not at zenith, the implied 
W-emiesion height must be greater [SI. Each 
signal exhibits obvious spectral dispersion from 
ionospheric propagation [6, 111, with moat of the 
group delay varying as TEC x v-', where TEC 
is total electron content, that is, the path inte- 
gral of the electron density along the line-of-sight, 
and where f is the radio frequency. (The TEC is 
inferred to be 5.36 x lO"m-' in Figure l a  and 
3.43 x 10" m-' in Figure lb,  using the automatic 
data reduction described in Section 2 and in [SI). 
In addition, each signal s h m  pulse splitting at 
finer time-scales due to  ionospheric birefringence 
in the geomagnetic field [7, lo]. 

Using a variety of techniques [4, 81, FORTE 
event sources have been geolocated in many 
cases. Together this geolocated-source database 
permits us to tally the spectrum of amplitudes 
of effective radiated power ( E m )  in the observ- 
ing passband. Figure 2 shows both the square of 



the received electric field (E’) and the at-source 
ERP within the FORTE low band (26-48 MHz) 
as seen from 800 km altitude. 

Figure2 (a) H i a m  of E’ (intensity) at 
satellite, with binwidth lo-’ (V/m)’. Dashed 
line has log-log slope of -1.74. (b) Histogram 

of ERP in band 26-48 MHz at source, with 
binwidth lo3 W. Dashed line has log-log slope of 

-1.05. Data include all 67,578 intra-cloud 
discharges for which horizontal location is 

known. 

4. The Future 
We have proposed the development of a satellite- 
based global lightning detection and total elec- 
tron content (TEC) monitoring system called 
V-GLASS (VHF Global Lightning And Severe 
Storm Monitor). The proposed system would be 
a sacondae application of an already-funded con- 
stellation of broadband VHF receivers to  be flown 
on the upcoming Block IIF Global Positioning 
System (GPS) satellite constellation beginning in 
2006. Although the space segment of V-GLASS 
is already funded and scheduled for deployment, 
the development of a global ground station array 
and a formal development of the scientific foun- 
dations for the detection and analysis process is 
needed before V-GLASS can become operational. 

Satellite-based global lightning monitoring is 
baaed on the idea of using lightning detection as a 
proxy for identifying and locating strong convec- 
tive activity. Convective updraft is a basic con- 
cern for both civilian and military aviators. It 
is also the driving mechanism for several forms 
of severe weather on the earth and a primary 
means by which energy in the form of latent heat 
drives the lqgescale atmospheric circulation. In 
addition to lightning detection, a determination 
of the line-of-sight TEC as a by-product of the 
VHF lightning detection process will provide a 

valuable global TEC mapping product. An ac- 
curate aseeaament of global TEC is emmtial in 
forecasting and now-casting conditions that af- 
fect VHF/UHF communications and in deter- 
mining GPS ainglefrequency range errors. The 
global l i i tning and TEC monitoring miesins 
both have strong support from the civilian, eci- 
entific and military communities (e.g. 1141) al- 
though, to date, we have yet to secure f o r d  
program funding. 

Figure 3: Artist’s rendition of V-GLASS 
mission on the future GPS Block 2F. 

For the past few years, LANL/ISR-l has 
made good progress in defining the conceptual 
de&n and expected performance parametere of 
an operational V-GLASS system [15]. An impor- 
tant tool in this work has been the availabiity of 
a V-GLASSlike VHF receiver aboard the SVN 54 
GPS satellite. Studies of this databese and the 
use of ground-based “truthing“ toole such as the 
LANL Sferic Array in Florida [I] and the N& 
tional Lightning Detection Network have been 
instrumental in determining that a V-GLASS 
system will be most sensitive to an impulsive 
type of in-cloud lightning called a Narrow Bipc- 
lar Event (NBE). NBEa have been shown to be 
excellent generic indicators of thunderstorm con- 
vective activity [IS]. Analysis of data from a 880 

ond recently launched V-GLASSlii GPS eatel- 
lite (SVN 56) has shown that satellite-based NBE 
detection is an efficient means of monitoring the 
progression and evolution of individual thunder- 
storm cells, particularly over oceans. The extrac- 
tion of TEC and TEC uncertainty measurements 
associated with each detected lightning event has 
also been demonstrated and appears to be a vi- 
able means of TEC monitoring. 



5. Conclusions 
The FORTE satellite program has provided a 
powerful tool for the observation and understand- 
ing of the natural RF background due to thunder- 
storm activity. Unfortunately, because of hard- 
ware failures, the satellite ceased operation in late 
summer of 2003 after 6 years of very successful 
operation. 
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